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LED Bulbs
 Dayline Series (Regular Use)
 Highlight Bulb (Higher Watt)
 Backup LED (Emergency Light)
 Dim light (Color Bulb)
LED Tubes
 Bracket Tube
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 Professional Tube
Switch & Sockets
 Goldliner Series (Gang Switch & Sockets)
 Aristo Gold Series (Gang Switch & Sockets)
 Piano Series (Switch & Sockets)
Other Accessories
 Electrical Tester
 Fan Box
 Gang Surface Box



• Less electricity consumption  • Flicker free
• Eco friendly  • Perfect lumen  • High efficacy
• Free from radiation  • 90% energy saving
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Watt Color LifetimeLumenCap Beam VoltageType

03W Regular Day Light/Warm Color B22/E27 270 lm ±10% 270° 20,000 H 85 ~ 265V
05W Regular Day Light/Warm Color B22/E27 450 lm ±10% 270° 20,000 H 85 ~ 265V
07W Regular Day Light/Warm Color B22/E27 630 lm ±10% 270° 20,000 H 85 ~ 265V
09W Regular Day Light/Warm Color B22/E27 810 lm ±10% 270° 20,000 H 85 ~ 265V
12W Regular Day Light/Warm Color B22/E27 1010 lm ±10% 270° 20,000 H 85 ~ 265V
15W Regular Day Light/Warm Color B22/E27 1350 lm ±10% 270° 20,000 H 85 ~ 265V
18W Regular Day Light/Warm Color B22/E27 1620 lm ±10% 270° 20,000 H 85 ~ 265V

Dayline Series
(Regular use LED bulb) 

Dayline Series
(Regular use LED bulb) 

Green
Energy

20,000hrs

lifetime

Application:
Household, Residential area, Restaurant, Office, Washroom,
Table lamp, Shopping mall etc.
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Watt Color LifetimeLumenCap Beam VoltageType

20W Regular Day Light/ Warm Color B22/E27 2000 lm 230° 30,000 H 85 ~ 265V
30W Regular Day Light/ Warm Color B22/E27 3000 lm 230° 30,000 H 85 ~ 265V
40W Regular Day Light/ Warm Color B22/E27 4000 lm 230° 30,000 H 85 ~ 265V
50W Regular Day Light/ Warm Color B22/E27 5000 lm 230° 30,000 H 85 ~ 265V

• Long lasting  • Perfect lumen
• 90% energy saving from GLS bulb
• 75% energy saving from CFL bulb
• Life time: 30,000 Hrs
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Highlight Bulb
(Higher watt) 

Highlight Bulb
(Higher watt) 

Green
Energy

30,000hrs

lifetime

Application:
Industrial use, Shop, Galleries, Shopping mall
Super market, Stair etc.
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Watt Color LifetimeLumenCap Beam VoltageType

10W Regular Day Light B22/E27 1000 lm 230° 20,000 H 85 ~ 265V
12W Regular Day Light B22/E27 1200 lm 230° 20,000 H 85 ~ 265V

• Less electricity consumption
• Flicker free  • Backup time: 2.5 Hrs+
• Wide voltage range  • High efficacy
• Free from radiation  • Life time: 20,000 Hrs
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Backup LED
(Emergency light) 

Backup LED
(Emergency light) 

Green
Energy

20,000hrs

lifetime

Application:
Household, Residential area, Restaurant
Office, Shopping mall etc.
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Watt Color LifetimeFrequencyCap VoltageShape

0.5W Round Red B22/E27 50/60 Hz 10,000 H 50 ~ 240V
0.5W Round Blue B22/E27 50/60 Hz 10,000 H 50 ~ 240V
0.5W Round Green B22/E27 50/60 Hz 10,000 H 50 ~ 240V
0.5W Round Yellow B22/E27 50/60 Hz 10,000 H 50 ~ 240V

• Less electricity consumption
• High efficacy  • Free from radiation
• Eco friendly  • 360° luminosity
• Life time: 10,000 Hrs
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Dim Light

Dim Light

Green
Energy 10,000hrs

lifetime

Application:
Events, Household, Residential area, Restaurant,
Shop, Office, Shopping mall etc.
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Watt Color LifetimeLumenCap Beam VoltageLength

10W 1 Feet Day Light Cable 1000 lm 230° 20,000 H 100 ~ 265V
20W 2 Feet Day Light Cable 2000 lm 230° 20,000 H 100 ~ 265V
40W 4 Feet Day Light Cable 4000 lm 230° 20,000 H 100 ~ 265V
60W 4 Feet Day Light Cable 6000 lm 230° 20,000 H 100 ~ 265V

• Less electricity consumption
• Easy plug & play  • High efficacy
• Perfect lumen  • Instant start
• Generator friendly
• Life time: 20,000 Hrs
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Bracket Tube

Bracket Tube

Application:
Household, Residential area, Office,
Restaurants, Production floor
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Green
Energy

20,000hrs

lifetime
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Watt Color LifetimeLumenCap Beam VoltageLength

10W 2 Feet Day Light Cable 1000 lm 230° 20,000 H 100 ~ 265V
20W 4 Feet Day Light Cable 2000 lm 230° 20,000 H 100 ~ 265V

• Less electricity consumption
• High efficacy  • Perfect lumen
• Instant start  • Generator friendly
• Life time: 20,000 Hrs
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Glass Tube

Glass Tube

Application:
Household, Residential area,Office,
Restaurants, Parking space

��

��

Green
Energy

20,000hrs

lifetime
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Watt Color LifetimeLumenCap Beam VoltageLength

22W 4 feet Day Light Cable 2400 lm 230° 20,000 H 85 ~ 265V

• Specially made for industrial use
• Less electricity consumption
• High efficacy  • Perfect lumen
• Instant start  • Generator friendly
• Life time: 20,000 Hrs
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Professional Tube

Professional Tube

Application:
Industrial use, Production floor,
Office, Restaurants,
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Green
Energy

20,000hrs

lifetime
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• Voltage: 250V AC  • Frequency: 50-60 Hz  • Ampere rating: 10A-45A
• Metal part: Brass material  • Case: Virgin poly carbonate
• Switching capacity: 40,000+ times •  Plugging capacity: 5,000+ times
• Rotation capacity: 5,000+ times

• Elegance in technology & aesthetic design
• Durable with inner metal structure
• Standard ampere rating & Child Safety
Lock system • Robust backplate
• International standard

Goldliner Series
(Gang switch & socket)

Technical Specification:
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One Gang One Way
Model: GL-01

Rating: 16A, 250V

One Gang Two Way
Model: GL-02

Rating: 16A, 250V

Two Gang One Way
Model: GL-03

Rating: 16A, 250V

Two Gang Two Way
Model: GL-04

Rating: 16A, 250V

Bell Push
Model: GL-09

Rating: 16A, 250V

Three Gang One Way
Model: GL-05

Rating: 16A, 250V

DP Switch (Neon)
Model: GL-11

Rating: 45A, 250V

Four Gang One Way
Model: GL-06

Rating: 16A, 250V

Fan Regulator
Model: GL-07

Rating: 500W, 250V

2 Pin Socket With Switch
Model: GL-16

Rating: 10A, 250V

2 Gang Switch( 1W) &
2Pcs 2 Pin Socket

Model: GL-41
Rating: 10A, 250V

3 Pin Multi Socket
With Switch (Neon)

Model: GL-18
Rating: 13A, 250V

2 & 3 Pin Multi-Functional
Socket With Switch (Neon)

Model: GL-19
Rating: 13A, 250V

2 & 3 Pin Multi-Functional
Socket With Switch & USB (Neon)

Model: GL-38
Rating: 13A, 2.1A (DC), 250V

3 Pin Round & 2 Pin
Socket With Switch (Neon)

Model: GL-45
Rating: 16A, 250V

8 PIN Multi-Functional
Socket With Switch (Neon)

Model: GL-20
Rating: 13A, 250V

Internet Data Socket
Model: GL-15

Telephone Socket
Model: GL-14

TV Socket
Model: GL-13

Blank Plate
Model: GL-21
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• Voltage: 250V AC  • Frequency: 50-60 Hz  • Ampere rating: 10A-45A
• Metal part: Brass material  • Case: Virgin poly carbonate
• Switching capacity: 40,000+ times •  Plugging capacity: 5,000+ times
• Rotation capacity: 5,000+ times

• Elegance in technology & aesthetic design
• Durable with inner metal structure
• Standard ampere rating & Child Safety
Lock system • Robust backplate
• International standard

Aristo Gold Series
(Gang switch & socket)

One Gang One Way
Model: AG-01

Rating: 16A, 250V

One Gang Two Way
Model: AG-02

Rating: 16A, 250V

Two Gang One Way
Model: AG-03

Rating: 16A, 250V

Two Gang Two Way
Model: AG-04

Rating: 16A, 250V

Bell Push
Model: AG-09

Rating: 16A, 250V

Three Gang One Way
Model: AG-05

Rating: 16A, 250V

DP Switch (Neon)
Model: AG-11

Rating: 45A, 250V

Four Gang One Way
Model: AG-06

Rating: 16A, 250V

Fan Regulator
Model: AG-07

Rating: 500W, 250V

2 Pin Socket With Switch
Model: AG-16

Rating: 10A, 250V

2 Gang Switch( 1W) &
2Pcs 2 Pin Socket

Model: AG-41
Rating: 10A, 250V

3 Pin Multi Socket
With Switch (Neon)

Model: AG-18
Rating: 13A, 250V

2 & 3 Pin Multi-Functional
Socket With Switch (Neon)

Model: AG-19
Rating: 13A, 250V

2 & 3 Pin Multi-Functional
Socket With Switch & USB (Neon)

Model: AG-38
Rating: 13A, 2.1A (DC), 250V

3 Pin Round & 2 Pin
Socket With Switch (Neon)

Model: AG-45
Rating: 16A, 250V

8 PIN Multi-Functional
Socket With Switch (Neon)

Model: AG-20
Rating: 13A, 250V

Internet Data Socket
Model: AG-15

Telephone Socket
Model: AG-14

TV Socket
Model: AG-13

Blank Plate
Model: AG-21

Technical Specification:
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• Long lasting  • Fire retardant
• Corrosion proof  • Aesthetic design
• Generator friendly  • High performance
• International standard

Piano Series

One Way Switch
Model: PS01

6 Amp    250V AC

Two Way Switch
Model: PS02

6 Amp    250V AC

Bell Push
Model: PS06

6 Amp    250V AC

Two Pin Socket
Model: PS07

5 Amp    250V AC

Fuse
Model: PS04

5 Amp    250V AC

Indicator
Model: PS05

5 Amp    250V AC

 Fan Regulator
Model: PS03

200W    250V AC

��

• Voltage: 250V AC  • Frequency: 50-60 Hz  • Ampere rating: 5A-6A
• Metal part: Brass material  • Case: Virgin poly carbonate
• Switching capacity: 40,000+ times •  Plugging capacity: 5,000+ times
• Rotation capacity: 5,000+ times

Technical Specification:
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• International standard
• Premium quality  • Very strong 
• More durable  • Made with stainless
steel & chromium vanadium

•  Easy to use  • Long lasting      
• Multiple ways of connecting electric pipe 

Electrical Tester

125mm 100-500V
VoltageSize

50/60Hz
Frequency

MET-01 MET-02

MET-03

145mm 100-500V
VoltageSize

50/60Hz
Frequency

190mm 100-500V
VoltageSize

50/60Hz
Frequency

Fan Box��

• Good insulation characteristic and good fire-resistant feature
• Protect wire and cable from easy damage or ruin  
• Good resistance to weathering and impact  • Long lasting      

Gang Surface Box��

Size: (172x86x35)mmSize: (86x86x35)mm
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